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TYPE LS-K CONTACTORS
TECHNICAL SPECIFICATIONS ~AEG

LS-K CONTACTORS
FROM LS 4K TO LS 18K

INTERNATIONAL
RATINGS
Type LS 4K LS 5K LS 7K LS 18K
Style 3 pole 3 pole | 4 pole 3 pole | 4 pole 3pole | 4pole
|Rated insulation voltage Ui Pollution degree 3
[ V__ 1000 1000 1000 1000 1000 1000
Rated impulse voltage Ump A 5 6 6 8 6
Mechanical endurance
AC - operation Operations il 15 15 15 15 15 15
DC - operation Operations Mil 15 15 15 15 15 15
Utilization category AC-1 Rated power values at resistive load
Rated power value Pu 230V kW 8.5 9.5 2 17 225 225 30
3~400V kw 16.5 16.5 22 29 39,5 39,5 55
F-500V kW 215 21,5 275 39 52 52 69
3690V kW 285 28,5 38 51 68,5 685 | 95
Rated cument /e Lp o 690V Amps 25 25 32 45 60 60 90
linimuim wire cross-seciion under rated load e mme 4 4 6 10 16 16 35
Admissible pracical operation frequency opsh 1200 1200 1200 1200 1200 1200 | 1200
Rated cument at 1000 opsh A 25 25 32 45 60 60 90
Utilization category AC-3 Rated power values of AC induction type motors
Rated power value Pn 230V kW o9 3 4 75 ] 1"
3~400V kW 4 55 7,5 11 15 18,5
3~415V kW 4 5,5 7.5 11 15 22
3500V kW 5.5 7.5 10 15 185 25
3~60V kW 55 7.5 10 15 18,5 30
Rated cument = up o 440 V/ Amps 9 12 18 25 32 40
Admiss. swiching freq. at Pvand cont oyding opsh 1200 1200 1200 1200 1200 1200
Utilization category AC4 Rated power values of AC induction type motors
Rated power value Pn 230V kW 1,1 1,5 1,8 3 3.7 4
3~400V kW 22 3 37 5,5 7,5 9
3500V kW 3 4 55 7.5 10 11
B0V kW 4 55 78 10 1 15
Rated cument /= with practical ededirical
endurance upto 3~440V  Amps 5 7 8 12 16 18,5
Admissble switching frequency opsh 360 360 360 360 360 380 | 200
Wepimum permissible load P 3~400V kW 4 55 7.5 1" 15 18,5
fe 3~400V A 9 12 18 25 32 40
Utilization category AC-6b Rated power values of AC capacitors (minimum inductance between paraliel connected capacitors 6 pH)
Single / Parallel operation 230V ker 25125 3/3 3/3 716.5 10 /10a) 12/12a)
3~400V kvar 4 /4 515 5/5 13111 16,716 ) 20/20~ )
F~5825V kvar 4 /4 6/5 &/5 17/13 20 /20a) 25/25a)
360V kvar 4 /4 6/5 6/5 171125 19 /16,7 a) 20/20a)
DC-switching Rated current /e 3 contacts connected in series (all DC-motors L/R 15 ms)
DCA1 (resistive load) 24 ..220Vfk A 25 25 25 32 50 50 90
DC-3/DC-5 24 1M0VE A 15 15 15 20 25 32 60
Admissible switching frequency (DC-1 ... DC-5) 50 50 50 50 50 50 50
Short Circuit protection of main contacts’) Maximum permissible fuse (operating category gl)
Coordination type »2« 25 25 35 50 50 50 63 100
no welding 10 10 25 35 35 35 a5 80
Operating coil for AC-operation Standard coil, power consumption at 50 Hz 1,0 Us
Operatingrange 08 .. 1,1 Us  Pick-upPas VA 45 45 45 45 88 88 B8 191
cos@ 0,82 0,82 0,82 0,82 0,76 0,76 0,76 0,54
Holding PHS VA ] 6 6 6 9 ] 9 17
cos@ 0,34 0,34 0,34 0,34 0.31 0,31 0,31 | 0,26
Operating coil for DC-operation Standard coil, power consumption at 1,0 Us
Operatingrange 08 .. 11U  PickupPa W 55 55 55 55 7.5 7.5 7.5 197
HoldingPH W 5,5 55 5.5 55 7.5 7,5 75 2,6
Switching items at AC-operafion Standard coil, power consumption at 1,0 Us
Making delay ms BRn2h 6...25 8025 8..25| 7..25 AR 7..25(9..35
Drop-out delay ms 6..13 6..13 6..13 6..13|5..25 5 _ 25 5..25[9..15
Switching items at DC-operation Standard coil, power consumption at 1,0 Us
Making delay ms as5.. 85 35..65 35...65 35..65(35..70 35..70 35..70[15... 40
Drop-out delay ms 30... 60 30...60 30 ... 80 30...60)] 40 ... 65 40 ... 65 40...65|9...15

1) According to VDE 0660 part 102 / IEC 947 -4-1 coordination type permit the following damages:
»2« Slight welding of contacts that can easily be opened, is admitted but no further damages.

2) Minimum inductance between parallel connected capacitor 20 uH




